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THIRD ANGLE PROJECTION

( ) TYP..51
12,92[ ]

4.49
114,05[ ]

C = 13.78
350[ ]

4.11
104,5[ ]

( ) O.A.L.22.38
568,56[ ]

4
.
8
4

1
2
3

[
]

6
.
5
4

1
6
6

[
]

7
.
8
3

1
9
8
,
9

[
]

5
.
7
1

1
4
5

[
]

BORE

3.5433 M6 -.0002
-.0011

90 M6 -0,006
-0,028[ ]
( )

( )

.9843 F8
+.0021
+.0008

25 F8
+0,053
+0,020[ ]
( )
( )

C
O
U
N
T
E
R
B
O
R
E

3
.
5
4

9
0

[
]

( ).8701
22[ ]

 
S
.
E
.

2
.
6
7
2
0

6
7
,
8
7

[
]

3
.
7
5
5
9+
.
0
0
8
7

-
.
0
0
0
0

9
5
,
4+

0
,
2
2

-
0
,
0
0

[
]

(
)

1
.
7
8
9
9
�
$
�

 L.E.2.8748 H6 +.0007
-.0000

73,02 H6 +0,019
-0,000[ ]
( )
( )

 
L
.
E
.

3
.
1
0
6
7
 
H
1
1+

.
0
0
7
5

-
.
0
0
0
0

7
8
,
9
1
 
H
1
1+

0
,
1
9

-
0
,
0
0

[
]

(
)

(
)

.7874 F8
+.0021
+.0008

20 F8
+0,053
+0,020[ ]
( )
( )

REVISIONS

INCH
------
 [mm] 

DR. JPT_BSD Feb-07-17 COUPLING ASSEMBLY
1298 XTSR-71
STANDARD 

DRAWING NO. REV.

C001582 -
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Rexnord
COUPLING GROUP
WWW.REXNORD.COM

THOMAS 

Flexible Couplings

THIS DOCUMENT CONTAINS CONFIDENTIAL/PROPRIETARY 
INFORMATION OF REXNORD INDUSTRIES, LLC. NEITHER RECEIPT 
NOR POSSESSION THERE0F CONFERS ANY OWNERSHIP INTEREST 
IN RIGHT TO REPRODUCE 0R USE, OR DISCLOSE IN WHOLE OR 
IN PART, ANY SUCH INFORMATION WITHOUT WRITTEN 
AUTHORIZATION FROM REXNORD INDUSTRIES, LLC.  IT IS 
SUBJECT TO RETURN UPON DEMAND. THESE COMMODITIES, 
TECHNOLOGY, OR SOFTWARE ARE SUBJECT TO THE UNITED 
STATES EXPORT REGULATIONS. DIVERSION CONTRARY TO U.S. 
LAW AND OTHER RELEVANT EXPORT CONTROLS IS PROHIBITED. 

UID: 1298XTSR71-90-75-350
PART DRAWING LIST

ITEM DESCRIPTION QTY DWG NO. MATERIAL COMMENTS
1 1298 ADAPTER XTSR71 1 10001135 AISI 1146 OR 1141 OR 1045
2 1298 ADAPTER XTSR71XL 1 10001785 AISI 1146 OR 1141 OR 1045
3 1548 HUB XTSR-71 1 77417-03 AISI 1146 OR 1141 OR 1045 2X M12 PBH ON 5.571" [151.50MM] PBC
4 BOLT 16 10000125 CLASS 12.9
5 CENTER MEMBER 1 76871_ AISI 1146 OR 1141 OR 1045 CUSTOM X' = 10.961" [278.40MM]
6 HEX. HD. CAPSCREW 16 10000152 CLASS 10.9
7 HEX. HD. CAPSCREW 16 10000154 CLASS 10.9
8 HEX. LOCKNUT 16 10000184 CLASS 10
9 HUB 1 80753-03 AISI 1146 OR 1141 OR 1045 2X M10 PBH ON 4.154" [105.50MM] PBC
10 OVERLOAD BUSHING 16 10000215-01 AISI 4140
11 UNITIZED DISC PACK 2 10000095 301 STAINLESS STEEL

D. CAUTION NOTE
    FLEX JOINT LOCKNUTS
    HAVE BEEN FACTORY TIGHTENED
    AND ARE NOT TO BE DISTURBED
    WHEN ASSEMBLING OR DISASSEMBLING
    ON EQUIPMENT.
 
E. ORDER INFORMATION DATA
    P.O. NO.: S17007152, LINE ITEM: 4
    1. REF. DRAWING NO.: 2.6.041.09F DIA B 75 - REFERENCE CODICE GIUNTO .504.01 
    CUSTOMER: WEIR GABBIONETA S.R.L.
    CUSTOMER PO: 4500006024
    END-CUSTOMER: ETI BALIER A.S., TURKEY
    PROJECT: 300 MTPD AMMONIA PLANT
    LOCATION MARDIN, TURKEY
    JOB: 085531
    WG REFERENCE: COUC00204001

F. NOTES
    1. COUPLING CONFORMS TO API-610
       11th EDITION.
    2. MATERIAL CERTIFICATION REQUIRED
    3. CERTIFICATE OF COMPLIANCE REQUIRED
    4. DECLARATION OF COMPLIANCE REQUIRED 
       PER EN 10204, TYPE 2.1
    5. ASSEMBLY BALANCED TO ISO 1940 
       G2,5 AT 3000 RPM
       BALANCE CERTIFICATE REQUIRED

DRIVER END DRIVEN END

A. TORSIONAL DATA (CALC.)
    WT = 70.51 lbs.
    WT = 31.98 kg

    WR
2
 = 432.89 lbs in

2

    WR
2
 = 1266.80 kg cm

2

    Kt = 2.54e06 in-lb/rad
    Kt = 2.86e05 Nm/rad
    (BASED ON 1/3 SHAFT PENETRATION
    FACTOR IN BOTH HUBS)
 
B. COUPLING TORQUE RATINGS
    MAXIMUM CONTINUOUS = 31400 in-lbs
    MAXIMUM CONTINUOUS = 3550 Nm
    PEAK OVERLOAD = 62800 in-lbs
    PEAK OVERLOAD = 7100 Nm
 
C. OPERATING DATA
    POWER IMPERIAL = 858 HP
    POWER METRIC = 640.0 kW
    SPEED =  3000 RPM
    TORQUE IMPERIAL = 18030 in-lbs
    TORQUE METRIC = 2037.1 Nm
    SERVICE FACTOR = 1.74
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TAPER 1:16
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